
Manufacturing Plant
Industry Drive, Carmelray Industrial Park 1,
Canlubang, Calamba City, Laguna
Tel. No.: (02) 8823-8883

Corporate Office & Parts Sales Center
Hyatt Centre, Ortigas Avenue,
Brgy. Wack-Wack, Mandaluyong City
Tel. No.: (02) 8823-8883 Loc. 316 to 322

Davao
J.P. Cabaguio Avenue, 
Agdao, Davao City
Tel. No.: (082) 221-6585

Cebu
Door 1&2 Rozen Bldg.
A. Cortez Avenue, Mandaue City
Tel. No.: (032) 346-7278
Fax No.: (032) 346-7279

Cagayan de Oro
CDO 78-78 Warehouse, 
Warehouse 1, Zone 5,
Cugman National Highway, 
Cagayan de Oro City 
Tel. No.: (088) 880-6326

Iloilo
Door 8-10, NSB Bldg.,
Rizal Street, Lapuz, Iloilo City
Tel. No.: (033) 330-2926

MKTG-11282022
Updated as of  11/28/2022www.koppel.ph /koppelph @koppelph

Wall Mounted Split Type Inverter

Model Indoor Unit
Outdoor Unit

KV09WM-ARF31S
KV09OD-ARF31S

KV12WM-ARF31S
KV12OD-ARF31S

KV18WM-ARF31S
KV18OD-ARF31S

KV24WM-ARF31S
KV24OD-ARF31S

KV27WM-ARF31S
KV27OD-ARF31S

Cooling Capacity (Min-Max)

Hp 1.0 1.5 2.0 2.5 3.0

BTU/Hr 9,486 (3,600-11,952) 12,898 (4,000-14,500) 19,415 (9,000-20,000) 22,571 (11,500-25,627) 27,000 (13,078-27,500)

kJ/Hr 10,008 (3,798-12,609) 13,607 (4,220-15,298) 20,483 (9,495-21,100) 23,813 (12,133-27,036) 28,485 (13,797-29,013)

Power Supply V/Hz/Ph 230/60/1 230/60/1 230/60/1 230/60/1 230/60/1

Rated Power (Min-Max) W 735 (320-1,034) 1,136 (340-1,416) 1,735 (597-1,902) 1,925 (818-2,206) 2,080 (776-2,249)

Rated Current A 3.4 5.0 7.5 8.5 9.2

EER
BTU/W-Hr 12.91 11.35 11.19 11.73 13.98

kJ/W-hr 13.62 11.98 11.81 12.37 13.69

CSPF 4.46 4.67 4.82 5.43 5.9

Star Rating     

Refrigerant R32 R32 R32 R32 R32

Operation Temperature (Min-Max) °C 17-30 17-30 17-30 17-30 17-30

Applicable Area (Unloaded Space) SQM 12-18 16-23 24-35 29-43 33-48

Airflow Volume (Hi/Mi/Low) CMH 537/403/337 540/480/380 827/619/539 1,237/1,018/915 1,330/1,056/917

Noise Level (Hi/Mi/Low) dB(A) 39.5/34/32 37/34.5/32.5 43.5/37/33.5 48/43/40 52.5/44/32.5

Indoor

Unit Dimension (W×D×H) mm 726×210×291 805×208×295 969×241×320 1,083×244×336 1,082×234×337

Packaging Dimension (W×D×H) mm 790×270×370 905×355×290 1,045×315×405 1,155×415×315 1,155×415×315

Unit Weight (Net/Gross) Kg 8.2/10.5 9.0/11.9 11.7/15.1 14.1/17.8 13.4/16.9

Outdoor

Unit Dimension (W×D×H) mm 720×270×495 720×270×495 765×303×555 805×330×554 890×342×673

Packaging Dimension (W×D×H) mm 828×298×540 828×298×540 887×337×610 915×370×615 995×398×740

Unit Weight (Net/Gross) Kg 21.5/23.4 21.8/23.8 26.4/28.8 29.6/32.2 44.7/47.8

Piping Connections

Liquid Pipe Size (Diameter) mm (in) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4) Ø6.35 (Ø1/4)

Gas Pipe Size (Diameter) mm (in) Ø9.52 (Ø3/8) Ø9.52 (3/8) Ø12.7 (Ø1/2) Ø12.7 (Ø1/2) Ø15.9 (Ø5/8)

Max. Refrigerant Pipe Length m 25 25 30 30 30

Max. Difference in Level m 10 10 20 20 20

NOTES: 
(1) Testing Conditions: Indoor air inlet temperature: 27° DB / 19° WB; Outdoor air inlet temperature: 35° DB / 24° WB. 
(2) Specifications are subject to change without prior notice for continuous product improvement. 
(3) Koppel is a registered trademark of Koppel, Inc.
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